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Chemfix Products Ltd
Mill Street East, Dewsbury, West Yorkshire, WF12 9BQ
Telephone 01924 453886, Fax General 01924 431658, E-Mail: Info@chemfix.co.uk

S A F E T Y   D A T A   S H E E T  

Timbaseal Glazing Sealant 
Reference 

Date
Replaces

:

:
:

0196.1.DB/DR

26.11.2008
09.11.2007

1. IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND OF THE COMPANY/UNDERTAKING 

Product name 
Use of the product 
Supplier
Emergency phone number 

:
:
:
:

Timbaseal Glazing Sealant 
Sealant for the building industry 
See above
01924 453886

2. COMPOSITION/INFORMATION ON INGREDIENTS 

Chemical characterization : Polydimethylsiloxane based mixture with fillers, additives and oxim crosslinker. 

Hazardous ingredients ≥1%
and toxic ingredients ≥ 0,1%

: CAS
Number

Einecs
Number

Weight
%

Danger
Symbol

Risk
Phrases

2-butanonoxim (MEKO) 96-29-7 202-496-6 <1 Xn 21-40-41-43 

3. HAZARDS INDENTIFICATION 

Potential health effects : Contains 2-butanonoxim. May produce an allergic reaction. 

4. FIRST AID MEASURES 

Eyes : In case of contact flush eyes immediately with plenty of water for at least 15 minutes.  
Lift eyelids and rinse well underneath them. Get medical attention if irritation persists. 

Mouth (ingestion) : Rinse mouth with water several times. Consult a physician and show this Safety Data Sheet. 
Lungs (inhalation) : Fresh air and rest. Get medical attention if complaint persists. 
Skin : Remove completely with a dry cloth or paper towel, before washing with detergent and water. 

Get medical attention if irritation persists. 
Clothes : Remove polluted clothing. 

5. FIRE-FIGHTING MEASURES 

Suitable extinguishing media : CO2, powder, foam and water spray. 
Unsuitable extinguishing media : Unknown. 
Special fire fighting procedures : Wear protective clothing and breathing apparatus. 

6. ACCIDENTAL  RELEASE MEASURES 

Environmental precautions : Keep away from drains and watercourses. 
Clean up procedures : Wipe, scrape or soak up in inert material and put in a container for disposal. 
Personal precautions : Wear proper protective equipment as described in the ‘eye and skin protection’ section of chapter 8. 

7. HANDLING AND STORAGE 

Handling : Handle in well-ventilated area. Avoid contact with skin, eyes and do not swallow. 
Storage : Store in closed packing between 5°C and 25°C away from direct sunlight and other sources of heat.  

8. EXPOSURE CONTROLS/PERSONAL PROTECTION 

Occupational exposure limit : Unknown. 
Respiratory protection : Avoid breathing the vapour. Maintain good ventilation. 
Eye and skin protection : Avoid contact with skin and eyes. Wear safety glasses. 
Industrial hygiene : When using do not eat, drink or smoke. Wash hands after work and before breaks. 

Don’t rub eyes with dirty hands. 




